
CM Mini Port Replikator
Internet connection, power supply, screen connection 
– the Mini Port Replicator bundles everything together 
that a laptop needs and integrates it clearly into one 
connection panel. This means that the entire desk 
arrangement can be set up with just one cable and the 
work surface remains free of cables.

Docking stations, port replicators and similar devices 
do indeed ensure that only one cable is needed to 
power the laptop. However, they shift the interfaces to 
the work surface and take up space. With the Mini Port 
Replicator, this interface can now be integrated into a 
DESK 2, POWER FRAME or another connector point. It 
is connected via USB-C – and the laptop is supplied with 
electricity, projected onto a screen and connected to the 
Internet. Further devices can be connected via USB-A. 
The entire system operates on the Plug&Play principle.

ADVANTAGES
• All-in-one supply

•  Charging, Internet, screen 

• Enhances tidiness and 

   aesthetics

• For DESK 2, CONI and co 

• Perfect for desk sharing

Everything that a workplace needs!
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  You will find more product- and country-specific versions online: www.bachmann.com

CM Mini Port Replicator 
and Custom Module accessories

Custom Module Mini Port Replicator

917.229
Custom Module Mini Replicator | USB Type-C PD 2.0 up to 100 W (20 Vcd/3.0 A | 2 x USB Type-A  
Data (5 V 500 mA max.) | Mini display port 1.2 (UHD 3840 x 2160 @ 60 Hz) | Ethernet 100 Mbps RJ45 socket | 
Power input USB Type-C up to 100 W

USB 3.1 Type-C connection cable

918.203
USB-C 3.1 connection cable | Gen 2, PD 100 W | Side 1: USB Type-C plug and side 2: USB Type-C plug| 1.0 m 
length | black

Mini DisplayPort / DisplayPort connection cable

918.204
Mini Display Port to Display Port connection cable | Side 1: Mini Display Port 1.2 | Side 2: Display Port 1.2 | 1.5 
m length | Black

Mini DisplayPort / HDMI connection cable

918.205
Mini Display Port to HDMI connection cable | 4K 60 Hz | Side 1: Mini Display Port 1.2 | Side 2: HDMI 2.0 | 1.5 m 
length | Black

Charging adapter

918.194
USB PD 65 W charging adapter with USB Type-C plug and 1.5 m breakout cable | Input:  
AC 100 V–240 V~/1.5 A/50/60 Hz | Type-C output 5 V~3 A/9 V~3 A/12 V~3 A/15 V~3 A/20 V~3.25 A | Black

IEC C and UK plug adapter cable

304.1055
Cable for IEC C5 socket to UK plug charging adapter | Side 1: BS13A plug |  
Side 2: IEC_C5 socket | 1 m length H05VV-F 3G 0.75 mm² | Black

IEC C and CEE plug adapter cable

304.1054
Cable for charging adapter for IEC C5 socket to right-angled plug with earthing contact | Side 1: CEE7/7 plug |  
Side 2: IEC_C5 socket | 1 m length H05VV-F 3G 0.75 mm² | Black

Keystone USB 3.1 Type-C Keystone

917.1212
USB 3.1 Type-C-supported PD 60 W | Front side: USB-C socket | Back side: USB-C plug with approx. 0.5 m 
cable | Black | approx. 50 mm mounting depth required

Custom Module 3 x cable gland

917.084
2 x up to 6 mm dia. | 1 x up to 8 mm dia. | Module with milled groove to guide through USB-C cables, for 
example | Black

917.229 917.084 917.1212


